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Claims 

1. A method of trace afctivation in. a mobile communications sys- 
tem, wherein a mobile station (MS) is in communication with the mobile 
communications network, whereby a trace report is generated for a mobile 
station (MS), characterized/ in that the method includes the following 
steps: 

a communication frofa a mobile station (MS) is directed to a pre- 
defined trace activation number and 

tracing is activated for the communicating mobile station (MS). 

2. A method acco/ding to claim 1, characterized in that the 
method further includes the steps of: 

a call from the r^obile station (MS) is directed to the predefined 
trace activation number, 

tracing is activated for the calling mobile station (MS), and 
tracing is deactivated when the call is ended. 

3. A method according to claim 1, characterized in that the 
method further includes Ahe steps of: 

a message fnbm the mobile station (MS) is directed to the prede- 
fined trace activation number and 

tracing is activated for the said mobile station (MS). 

4. A method according to claim 3, characterized in that the 
method further includes the step of: 

tracing is deactivated when a preset time period is elapsed. 

5. A method according to claim 3, characterized in that the 
method further includes the step of: 

tracing is/ deactivated when a second message from the mobile 
station (MS) is directed to the predefined trace activation number. 

6. A method according to claim 1, characterized in that the 
method further includes the step of: 

defining/at le^nj^to 
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the call is made 



ye activation number. 
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8. A method >jcuji Ji ny ' to 1 c l a i m" T or 2, characterized in that 
the call is forwarded to a predefined trace activation number. 
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9. A method 
the method further indues the following step: 

tracing is a<5tivated and deactivated automatically at the switching 
center (MSG). / f^A^^QX^ 

10yC method a^ggrd i ng^to claim ]„ 2 ul 3, characterized in 
that subscriber tracing is activated for the communicating mobile station 

(MS) " / A^rd)nA4o0to^i 

11. A method Hooord i ng J to - claim 1, 2 ui 0, characterized in 
th^t equipment tracing is activated for the communicating mobile station 
(MS) 
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